
RG11APEBC0B  
RG 11/U CABLE 
(ARMOURED) 

 
 
 
 
 
 

RG-11/U is also available with Galvanized Iron  
armouring. Armouring  is  provided  for  better  
mechanical strength. 

 
G  

ORDERING CODE  
RG - 11 - A - PE - (XXX) - B 

 
 

Type of  
Conductor  

BC0  
TPC 
CCS 

 
Note :  

BC0 (Bare Copper), TPC (Tin Plated 
Copper), CCS (Copper Clad Steel) 

 
 
 
 
SPECIFICATIONS  
Conductor Type :  Electrolytic Solid Annealed Bare Copper  

Conductor  
Conductor Size :  AWG 14 (1.63 mm)  
Insulation Material       :  Solid PE Insulation  
Outer Shield Material    :  Aluminum Foil + Aluminum Alloy Braiding  
Inner Sheath :  PVC / FR PVC / FRLS PVC  
Armouring :  Galvanized Iron Round wire 0.90 mm  
Outer Sheath :  PVC / FR PVC / FRLS PVC  
Outer Sheath Color      :  Black 
 
 
FEATURES  
 Installation Temp. Range : 0°C to 60°C   
 Operating Temp. Range : -20°C to 80°C  
 
 Diameter : - 15.00 mm   
 Conductor Resistance at 20°C : - 8.6 Ohm/Km   
 Attenuation (dB/Km) At 50 MHZ : - 3.2   
 Attenuation (dB/Km) At 100 MHZ : - 4.5  
 
 Attenuation (dB/Km) At 200 MHZ : - 7.2   
 Capacitance : - 57pF/Km   
 Voltage Grade: 300 Volt   
 Impedance : - 75 Ohm +/- 3 Ohm  


