
RG11UPEBC0B  
RG 11/U CABLE 
 
 
 
 
 
RG 11/U Coaxial Cable is ideal for improved 
audio and video performance in home theater 
applications. End-users of RG 11/U Coaxial 
Cables benefit from higher signal quality for 
television, cable and internet transmission and 
increased safety. 
 
ORDERING CODE  
RG - 11 - U - PE - (XXX) - B 

 
 

Type of  
Conductor  

BC0  
TPC 
CCS 

 
Note :  

BC0 (Bare Copper), TPC (Tin Plated 
Copper), CCS (Copper Clad Steel) 

 
 
SPECIFICATIONS  
Conductor Type      : Electrolytic Solid Annealed Bare Copper  

Conductor  
Conductor Size       : AWG 14 (1.63 mm)  
Insulation Material    : Solid PE Insulation  
Outer Shield Material : Aluminum Foil + Aluminum Alloy Braiding  
Outer Sheath : PVC / FR PVC / FRLS PVC  
Outer Sheath Color   : Black 
 
 
 
 
 
FEATURES  
 Installation Temp. Range : 0°C to 60°C   
 Operating Temp. Range : -20°C to 80°C   
 Diameter : - 10.00 mm   
 Conductor Resistance at 20°C : - 8.6 Ohm/Km  
 
 Attenuation (dB/Km) At 50 MHZ : - 3.2   
 Attenuation (dB/Km) At 100 MHZ : - 4.5   
 Attenuation (dB/Km) At 200 MHZ : - 7.2   
 Capacitance : - 57pF/Km  
 
 Voltage Grade : 300 Volt   
 Impedance: - 75 Ohm +/- 3 Ohm  
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