
PPAPEBC016P  
PROFIBUS PA CABLE 
 
 
 
 
 
 
 
 
 
 
 
PROFIBUS PA (Process Automation) is used 
to monitor measuring equipment via a process F

 control system in process automation applications. 
Profibus cable is used for the cabling of 
industrial field bus systems particularly 
developed for process automation and 
instrumentation application in hazardous and 
intrinsically safe areas. 
 
ORDERING CODE 
PPA - PE - BC0 - 22 - (X)  Outer Color  

P - Purple  
B - Blue 

 
 
 
 
 
SPECIFICATIONS  
Conductor Type :  Electrolytic Stranded Annealed Bare  

Copper Conductor  
Conductor Size :  AWG 18, 16, 14  
Insulation Material       :  HDPE Insulation  
Outer Shield Material    :  Aluminum Foil-Polyester Tape with 100 %  

Coverage Area  
Drain Wire Material      :  Annealed Tinned Copper  
Drain wire Size :  7 X 0.30 mm (0.50 Sqmm)  
Outer Sheath :  PVC / FR PVC / FRLS PVC  
Outer Sheath Color      :  Purple/ Blue 
 
 
FEATURES  
 Installation Temp. Range : 0 °C to 60°C   
 Operating Temp. Range : 20°C to 80°C   
 Diameter : 7.60 mm, 9.40 mm & 11.50 mm for AWG 18,16 & 

24 Respectively with ±0.50 mm Tolerance   
 Minimum Bending Radius : 7.5 X Outer Diameter   
 Inductance: - 0.7 mH/Km  
 
 Mutual Capacitance: - 60nF/Km   
 Voltage Grade:  300 Volt   
 Impedance: - 100 Ohm +/- 20 Ohm  


